
Airtight sealing of cable feed-throughs with pro clima KAFLEX grommets. pro clima ... and the insulation is perfect
Timber frame construction | Cable feed-throughs with KAFLEX
Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).

pro clima®

pro clima KAFLEX self-adhesive cable grommet

Underlay membrane from
pro clima SOLITEX MENTO range

pro clima INTELLO / INTELLO PLUS
high-performance vapour check

Optional: pro clima TESCON NAIDECK/mono for
underlays with seam and perforation protection
or for use as a temporary covering

Cable, e.g. antenna cable
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Airtight sealing of pipe feed-throughs with pro clima ROFLEX grommets and TESCON VANA. pro clima ... and the insulation is perfect
Timber frame construction | Pipe feed-throughs with ROFLEX and TESCON VANA
Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).

pro clima®

pro clima ROFLEX pipe grommet with
pro clima TESCON VANA all-round adhesive tape

Underlay membrane from
pro clima SOLITEX MENTO range

pro clima INTELLO / INTELLO PLUS
high-performance vapour check

Optional: pro clima TESCON NAIDECK/mono for
underlays with seam and perforation protection
or for use as a temporary covering

Pipe, e.g. ventilation pipe
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Airtight sealing of pro clima INSTAABOX to racking boards with pro clima TESCON VANA. pro clima ... and the insulation is perfect
Timber frame construction | Electrical installations with pro clima INSTAABOX
Typical structural situation to illustrate the airtightness and windtightness layers. When carrying out planning and performing installation on site, please observe the currently applicable technical regulations and the relevant pro clima recommendations for applications and installation. (German version: 09/21; international version 03/23).

pro clima®

Airtight sealing of racking boards
with TESCON VANA
all-round adhesive tape

Thermal insulation composite system
or rainscreen facade system

Racking board as an airtight layer
or, alternatively, airtightness
membrane, e.g. pro clima INTELLO

pro clima INSTAABOX airtight insert
for electrical installations

Pattress box for electrical fitting

pro clima SOLITEX FRONTA WA
wall lining membrane

Self-sealing cable feed-through
with INSTAABOX
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